S:\101\42335.000-Quarterpath\.001-Greenwood Village\DWG\Sheet\CD\42335.001 - C-0.0 - COVR.dwg | Plotted on 12/21/2022 5:07 PM | by Erin Brooker

CoMg)

Y-S

O\A@

<

H op

2
L Dl
JOHN BLOOM III

Lic. No 04463 >
12-22-20z22

THIS DRAWING PREPARED AT THE
VIRGINIA BEACH OFFICE
2901 South Lynnhaven Road, Suite 200 | Virginia Beach, VA 23452

TEL 757.213.6679 FAX 757.340.1415 www.timmons.com

YOUR VISION ACHIEVED THROUGH OURS.

REVISION DESCRIPTION
REVISED PER FIRST CITY SUBMITTAL COMMENTS DATED 02/11/2022
REVISED PER THIRD CITY SUBMITTAL COMMENTS DATED 08/03/2022
REVISED PER FIFTH CITY SUBMITTAL COMMENTS DATED 12/12/2022

07/05/2022 |REVISED PER SECOND CITY SUBMITTAL COMMENTS DATED 05/18/2022

10/04/2022
11/11/2022 |REVISED PER FOURTH CITY SUBMITTAL COMMENTS DATED 10/27/2022

12/22/2022

DATE
05/02/2022

o
>
3
m

12/22/2022

SITE STATISTICAL DATA
Sheet List Table C-6.0 OVERALL UTILITY PLAN
GPIN: 2025.253.582 -
Sheet Number Sheet Title C-6.1 UTILITY PLAN
DEED BOOK NUMBER: 140706 (DEED) / 184940 (PLAT) C-0.0 COVER SHEET C-6.2 UTILITY PLAN
ZONING: ED CONDITIONAL C-0.1 GENERAL NOTES c63 UTILITY PLAN
ODRESS ORTARIDGE STREET C-1.0 OVERALL EXISTING CONDITIONS c-6.4 UTILITY PLAN
' C-1.1 EXISTING CONDITIONS C-6.5 UTILITY PLAN
TOTAL SITE AREA: 12.82 AC. 12 EXISTING CONDITIONS C-6.6 SANITARY SEWER PROFILES
TRAIL RELOCATION SITE AREA: 0.31 AC C-1.3 EXISTING CONDITIONS cor SANITARY SEWER PROFILES
c14 EXISTING CONDITIONS C-6.8 SANITARY SEWER PROFILES
LATITUDE: N37.2523 :
C15 EXISTING CONDITIONS C-6.9 WATER MAIN PROFILES
LONGITUDE: W76.6706 16 EXISTING CONDITIONS C-6.10 WATER MAIN PROFILES
RECEIVING WATERSHED: TUTTER'S CREEK / COLLEGE CREEK C-17 GREENWOOD VILLAGE PRELIMINARY SUBDIVISION PLAT C-6.11 WATER MAIN PROFILES
c1.8 GREENWOOD VILLAGE PRELIMINARY SUBDIVISION PLAT C-7.0 SITE DETAILS
HYDROLOGIC UNIT CODE: HUC JL34 [l 71 SITE DETAILS
— C-2.0 EROSION AND SEDIMENT CONTROL NARRATIVE AND NOTES -l
C-7.2 SITE DETAILS
C-2.1 EROSION AND SEDIMENT CONTROL PLAN - PHASE 1
VRRM WATER QUALITY CALCULATIONS OPEN SPACE CALCULATIONS — STEDETALS
C-2.2 EROSION AND SEDIMENT CONTROL PLAN - PHASE 1A :
LIMITS OF DISTURBANCE = 12.82 ACRES TOTAL PARCEL AREA = 20.72 AC. C-2.3 EROSION AND SEDIMENT CONTROL PLAN - PHASE 2A C-8.0 DRAINAGE DETAILS
PRE-DEVELOPMENT IMPERVIOUS COVER = 0.33 ACRES POST DEVELOPMENT IMPERVIOUS COVER = 8.32 AC N O RT R I D G E S C-24 EROSION AND SEDIMENT CONTROL PLAN - PHASE 1B c-81 DRAINAGE DETAILS
PRE-DEVELOPMENT MANAGED TURF = 2.80 ACRES POST DEVELOPMENT MANAGED TURF = 3.81 AC H I R t t I - - C-9.0 UTILITY DETAILS
PRE-DEVELOPMENT FORESTED = 9.38 ACRES POST DEVELOPMENT FORESTED = 8.59 AC C-25 EROSION AND SEDIMENT CONTROL PLAN - PHASE 2B co ST DETAILS
PRE-DEVELOPMENT FORESTED (TRAIL) = 0.31 ACRES C-2.6 EROSION AND SEDIMENT CONTROL PLAN - PHASE 1C -
WILLIAMSBURG, VIRGINIA, 23185
POST-DEVELOPMENT IMPERVIOUS COVER = 8.51 ACRES -2. -
POST-DEVELOPMENT MANAGED TURF =4.00 ACRES b b C-2.8 EROSION AND SEDIMENT CONTROL DETAILS L-1.0 OVERALL PLANTING PLAN
POST-DEVELOPMENT FORESTED = 0.00 ACRES
POST DEVELOPMENT FORESTED (TRAIL) = 0.31 ACRES Cc-2.9 EROSION AND SEDIMENT CONTROL DETAILS L-11 ENLARGED PLANTING PLAN
L-1.2 ENLARGED PLANTING PLAN
C-3.0 DEMOLITION PLAN
TP LOAD REDUCTION REQUIRED = 15.21 LB/YR
Y DEMOLITION PLAN L-1.3 ENLARGED PLANTING PLAN
TOPOGRAPHIC NOTES Ca0 OVERALL SITE PLAN L-1.4 ENLARGED PLANTING PLAN
L-1.5 ENLARGED PLANTING PLAN
1. ATITLE REPORT HAS NOT BEEN FURNISHED TO THIS FIRM. C-4.1 SITE PLAN
L-2.0 PLANT SCHEDULE AND DETAILS
C-4.2 SITE PLAN
2. THIS FIRM MADE NO ATTEMPT TO LOCATE UNDERGROUND UTILITIES. 3 STEPLAN P10 PHOTOMETRIC PLAN
3. ELEVATIONS AS SHOWN HEREON ARE IN FEET AND ARE RELATED TO SITE BENCHMARK, ELEV=83.47' D E ( : E M B E R 2 2 2 O 2 2 ca4 SITE PLAN P-1.1 PHOTOMETRIC PLAN
(DATUM NOT KNOWN). ) caE SITE PLAN P-1.2 PHOTOMETRIC SCHEDULE AND CUT SHEETS
4. IMPROVEMENTS WITHIN FUTURE RIGHT-OF-WAY OF BATTERY BOULEVARD ARE SHOWN AS a6 OVERALL PHASE 1 PLAN P-1.3 PHOTOMETRIC SCHEDULE AND CUT SHEETS
COMPLETED AT THE DATE OF THIS SURVEY. THESE IMPROVEMENTS ARE CURRENTLY UNDER S ZT Ve
CONSTRUCTION. 4 - - C-4.7 OVERALL PHASE 2 PLAN
® C-4.8 OVERALL PHASE 3 PLAN TOWNHOME SETBACKS:
5. THIS SURVEY WAS COMPLETED BY TIMMONS GROUP FROM AN ACTUAL GROUND SURVEY; THE ancis St _‘ : 0
INFORMATION SHOWN HEREON WAS OBTAINED ON 09/28/2018 AND MEETS MINIMUM ACCURACY - i 2 = 9 C-5.0 OVERALL GRADING AND DRAINAGE PLAN PROPERTY LINE AGAINST R/W = 5'
STANDARDS UNLESS OTHERWISE NOTED. < 'y ) Q C-5.1 GRADING PLAN SIDE YARD =7.5'
< - an & SIDE YARD (ADJACENT TO ROADWAY) = 5'
6. ADDITIONAL SURVEY WAS COMPLETED BY TIMMONS GROUP FROM AN ACTUAL GROUND SURVEY; = 5 - & C-5.2 GRADING PLAN REAR YARD = 7.5'
THE INFORMATION SHOWN HEREON ALONG REDOUBT ROAD WAS OBTAINED ON 04/13/2022 AND = & N c53 GRADING PLAN REAR YARD (ADJACENT TO ROADWAY) = 5'
MEETS MINIMUM ACCURACY STANDARDS UNLESS OTHERWISE NOTED. W = RS
75 S e C-5.4 GRADING PLAN
7. ADDITIONAL SURVEY WAS COMPLETED BY TIMMONS GROUP FROM AN ACTUAL GROUND SURVEY' _ T = X CB5 GRADING PLAN
THE INFORMATION SHOWN HEREON ALONG EASTVIEW STREET, AT THE INTERSECTIONS WITH Q Golden S 1% :
PROSPECT STREET AND NORTHRDIGE STREET, WAS OBTAINED ON 11/16/2020 AND MEETS MINIMUM a Ho rseshoe Q: © ® C-5.6 DRAINAGE PLAN
ACCURACY STANDARDS UNLESS OTHERWISE NOTED. S Galf Course T fo) C57 DRAINAGE PLAN
8. HORIZONTAL COORDINATES AS SHOWN ARE RELATED TO THE CITY OF WILLIAMSBURG CONTROL o W en A C-5.8 DRAINAGE PLAN
NETWORK (NAD 83), MONUMENTS #13 & #JCC 329. iqe'vk Ho ri_ i hr j::"_;__ - ;, C-5.9 DRAINAGE PLAN CONTRACTOR TO NOTIFY 72 HOURS PRIOR TO
i T E "',",4" .-
SITE DEVELOPMENT NOTES - Green Course 295> 2 C-5.10 DRAINAGE PLAN ANY EXCAVATION AS REQUIRED BY LAW
‘P _ " n
1. ALL AREAS OF THE PROJECT LIE WITHIN THE RESOURCE MANAGEMENT AREAS (RMA) AND ARE SUBJECT TO o c-s.1 STORM SEWER SCHEDULE MISS UTILITY" OF VIRGINIA
THE CHESAPEAKE BAY PRESERVATION ORDINANCE. C-5.12 STORM SEWER SCHEDULE DIAL - 811
C-5.13 STORM SEWER PROFILES
2. WATER AND SEWER SERVICES ARE PUBLIC AND PROVIDED BY THE CITY OF WILLIAMSBURG. SIT E i e S TORM SEWER PROFILES FOR LOCATION OF UNDERG ROUND UTILITI ES
3. ACITY LAND DISTURBING PERMIT AND SURETY WILL BE REQUIRED FOR THIS PROJECT. CONTACT THE CODES = :
COMPLIANCE DIVISION FOR FORMS AND INSTRUCTIONS. )! = C-5.15 STORM SEWER PROFILES
RESPONSIBLE LAND DISTURBER DESIGNATION
4. ARIGHT OF WAY PERMIT WITH SURETY IS REQUIRED FOR WORK WITHIN PUBLIC RIGHTS OF WAY. 7 C-5.16 STORM SEWER PROFILES
r‘,'{ ) C-517 OVERALL WALL LAYOUT THE PERSON IDENTIFIED BELOW IS DESIGNATED AS THE RESPONSIBLE LAND DISTURBER WHO WILL BE IN CHARGE
5. THE EXISTING VSMP PERMIT #VAR10E177 SHALL BE MODIFIED. O OF AND RESPONSIBLE FOR CARRYING OUT THE LAND DISTURBING ACTIVITY ASSOCIATED WITH THIS PROJECT. THE
-{7/‘ C-5.18 WALL 'A' PLAN PERSON MEETS THE APPLICABLE REQUIREMENTS OF VIRGINIA CODE SECTION 10.1-563 AND 10.1-566 BY VIRTUE OF
RS THE FOLLOWING:
6. PURSUANT TO 4VACSO-60-4S TO 4VACS0-60-48, THE PROJECT DESIGN AND CONSTRUCTION SHALL BE S \ . C5.19 WALL ‘A’ PLAN - CONTINUED
CONDUCTED IN ACCORDANCE WITH THE PART Il C TECHNICAL CRITERIA (4VACS0-60-93.1 TO AN )18 .4 ! 60 ( ____ RESPONSIBLE LAND DISTURBER CERTIFICATE
4VACS0-60-99) OF THE VIRGINIA STORMWATER MANAGEMENT REGULATIONS. CONTACT THE CODES 2 o 4, e C-5.20 WALL 'B' AND 'C' PLAN —__ DCR CERTIFICATION FOR COMBINED ADMINISTRATOR, ADMINISTRATOR, PLAN REVIEWER,
COMPLIANCE OFFICE FOR SUBMISSION OF THE REGISTRATION STATEMENT AND FEE AS THE CITY OF < C521 WALL D' AND E' PLAN VIRGINIA PROFESSIONAL ENGINEER. LAND SURVEYOR. LANDSCAPE ARCHITECT. OR
WILLIAMSBURG IS A VSMP AUTHORITY. DEVELOPER OR CONTRACTOR WILL BE REQUIRED TO PREPARE o W : T ARCHITECT
AND MAINTAIN THE STORMWATER POLLUTION PREVENTION PLAN (SWPPP) AT THE SITE FOR THE Yy C-5.22 WALL 'F' AND 'G' PLAN ESPONSIBLE LAND DISTURBER CONTACT INFORUATION.
DURATION OF CONSTRUCTION. 2 C-5.23 WALL 'H' AND 'I' PLAN '
N = NAME (SIGNATURE)
7. THE PROJECT DRAINS TO WATERS WITH A TMDL (CHESAPEAKE BAY) FOR TSS, PHOSPHORUS, AND e ia o C-5.24 WALL 'I' PLAN - CONTINUED AND TYPICAL SECTION NAME (PRINT)
NITROGEN AND SPECIAL CONDITIONS MAY APPLY UPON DEQ APPROVAL OF THE VSMP CGP e N B, CERTIFICATION/REGISTRATION NUMBER:
REGISTRATION STATEMENT. Q) - ’ TALING ADDRESS.
OJECT S SCHARGES TO CITY O SBURG MS 3 > ci%” PARKING DATA
8. PROJECT SITE DISCHARGES TO THE CITY OF WILLIAMSBURG MS4 (VAR040027). C o /e C A TOWNHOUSE PARKING
9. WETLANDS WERE DELINEATED ON OCTOBER 24, 2007 AND CONFIRMED ON OCTOBER 31, 2007. XN L Way Cre, Vhitf 5 = REQUIRED PARKING: 2 SPACES / UNIT (RESIDENT) + LELEPHONE:
Tutter = JIRA et—i Ters W\ 0.25 SPACES / UNIT (GUEST) = 190 + 24 =
FI RE DEVE LOPM ENT NOTES 214 SPACES THIS DESIGNATION MAY ONLY BE CHANGED BY A PLAN COVER SHEET REVISION THAT MUST BE SUBMITTED TO THE
CITY FOR VERIFICATION AND APPROVAL.
1. AKEY BOX SHALL BE PLACED IN APPROVED LOCATION ON THE STRUCTURE IN ACCORDANCE WITH THE VSFPC VICINITY MAP PROVIDED PARKING: 190 SPACES (IN UNIT) +73 (SURFACE) =
(2015) SECTION 506.1. THE FIRE DEPARTMENT WILL ASSIST THE CONTRACTOR IN KEY BOX PLACEMENT. 263 SPACES
SCALE 1"=2,000'
2. IF A CONSTRUCTION GATE IS TO BE UTILIZED FOR ONSITE SAFETY AND SECURITY AN ACCESS AREA OF NOT ADA PARKING REQ'D: 3 REQUIRED | 1 VAN ACCESSIBLE
LESS THAN 20' IN WIDTH SHALL BE IN PLACE TO ALLOW FIRE APPARATUS TO GAIN ACCESS TO THE ADA PARKING PROVD: 1 VAN ACCESSIBLE
PROPERTY/STRUCTURE.
ADDITIONAL 2 SPACES WILL BE PROVIDED
PER HAMPTON ROADS SANITATION DISTRICT INTERNAL TO CONDOMINIUM BUILDINGS
PUMP STATION 16 - QUARTERPATH CENTRAL PUMP STATION
NO AVG AVG PEAK PEAK PEAK CONDOMINIUM PARKING
FLOW SOURCE UNIT DEMAND units |PURATION' £ 6w | FLOw |FACTOR| FLow FLOW REQUIRED PARKING:  1.25 SPACE / 1 BEDROOM + 1.5 SPACE / C USE ONL Y
_ 2-3 BEDROOM + 0.25 SPACE / UNIT (GUEST) [ ] Y
PROP. CONDITION | TOWNHOMES 310 GPD PER DWELLING | 95 |24 HOURS |29,450 GPD|20.45GPM | 2.5 | 73625GPD | 51.13 GPM OWNER/DEVELOPER: CONDO 1 - 16 SPACES
PROP. CONDITION | CONDOMINIUMS 310 GPD PER DWELLING | 56 24 HOURS | 17,360 GPD| 12.06 GPM 2.5 43,400 GPD | 30.14 GPM QUARTERPATH WILLIAMSBURG, LLC CONDO 2 - 16 SPACES
PROPOSED TOTALS |46,810 GPD|32.51 GPM 117,025 GPD | 81.27 GPM 701 TOWN CENTER DRIVE, SUITE 1000 FLOOR PLANS CONDO 3 - 29 SPACES
WATER SERVICE DATA ; ' ’ - NEWPORT NEWS, VIRGINIA 23606 Types AREA CONDO 4 - 13 SPACES
CONTACT: TRACEY DOWLING
PER AWWA-M22 METER DESIGN WORKSHEET CONDO 5 - 16 SPACES
UNIT BREAKDOWN: PHONE: (757) 645-6986 A1 2334 SF
EMAIL: TRACEY.DOWLING@RIVHS.COM .
CONDOMINIUM 1 FIXTURE VALUE: 427 FU TOWNHOMES: 95 A2 2513 SF PROVIDED PARKING: ~ CONDO 1 - 15 SPACES
CONDOMINIUM 1 METER SIZE: 1" ' a3 720 SF CONDO 2 - 15 SPACES *
CONDOMINIUM 1: 10 CIVIL ENGINEER: SURVEYOR: CONDO 3-32 SPACES
CONDOMINIUM 2 FIXTURE VALUE: 427 FU CONDOMINIUM 2: 10 TIMMONS GROUP TIMMONS GROUP ASHMORE 2014 SF CONDO 4 - 11 SPACES
CONDOMINIUM 2 METER SIZE: 1 CONDOMINIUM 3: 18 2901 S. LYNNHAVEN RD., SUITE 200 11832 ROCK LANDING DRIVE, SUITE 306 CHATSWORTH 2134 SF ) CONDO 5 - 18 SPACES
CONDOMINIUM 3 FIXTURE VALUE: 762 FU CONDOMINIUM4: 8 VIRGINIA BEACH, VIRGINIA 23452 NEWPORT NEWS, VIRGINIA 23606 TOTAL PROVIDED PARKING IS LESS THAN REQUIRED WITHIN
CONDOMINIUM 3 METER SIZE: 15 CONDOMINIUM 5: 10 CONTACT: JACK BLOOM, P.E. CONTACT: ROB MANN, LS DOVER 1993 SF CONDO GARAGE. ADDITIONAL PARKING SPACES ARE PROVIDED
TOTAL UNITS 151 PHONE: (757) 905-5477 PHONE: (757) 782-3004 —— pope— AS SURFACE PARKING FOR CONDOMINIUM USE.
, : FAX: (757) 340-1415 FAX: (757) 340-1415
CONDOMINIUM 4 FIXTURE VALUE: 340 FU : . _ .
CONDOMINIUM 4 METER SIZE: 1 EMAIL: jack.bloom@timmons.com EMAIL: robert.mann@timmons.com CONDO 1 22351 SF CONDOMINIUM UNITS WERE ASSUMED TO BE 50% 1 BEDROOM AND 50% 2
OR MORE BEDROOM FOR PARKING REQUIREMENTS.
CONDO 2 22,351 SF
CONDOMINIUM 5 FIXTURE VALUE: 427 FU
CONDOMINIUM 5 METER SIZE: 1" CONDO 3 40,345 SF TOTAL PARKING
REQUIRED PARKING: 304 SPACES
TOWNHOME FIXTURE VALUE: 70 FU CONDO 4 16,253 SF PROVIDED PARKING: 354 SPACES
TOWNHOME METER SIZE: 5/8" CONDO 5 37,202 SF
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ROADWAY CONSTRUCTION NOTES

1. ALL MATERIALS AND CONSTRUCTION WITHIN THE PUBLIC RIGHT OF WAY SHALL BE IN ACCORDANCE WITH CURRENT VIRGINIA DEPARTMENT OF
TRANSPORTATION'S SPECIFICATIONS, STANDARDS, CURRENT WORK AREA PROTECTION MANUAL, AND ALL APPLICABLE LOCATION AND DESIGN
INSTRUCTIONAL MEMORANDUMS.

2. THE CONTRACTOR SHALL VERIFY THE ELEVATIONS OF ALL POINTS OF CONNECTION OR PROPOSED WORK TO EXISTING CURBS, SANITARY LINES, WATER
LINES, ETC., PRIOR TO CONSTRUCTION.

3. ALL STORM SEWER DESIGN AND CONSTRUCTION TO BE IN ACCORDANCE WITH VDOT | & | LD-94 (D) 121.13.

4. ALL DRAINAGE STRUCTURES SHALL BE IN ACCORDANCE WITH CURRENT VERSIONS OF LD-97 (D) 121. PIPE WITHIN THE RIGHT OF WAY SHALL BE A
MINIMUM CL-1Il OR GREATER IN ACCORDANCE WITH CURRENT VDOT STANDARDS AND SPECIFICATIONS.

5. ALL PRE-CAST UNITS SHALL BE VDOT APPROVED.

6. ALL CONCRETE SHALL BE CLASS A3-AE (AIR ENTRAINED 3,000 PSI).

7. ALL ENTRANCES ARE TO BE DESIGNED AND CONSTRUCTED IN ACCORDANCE WITH CURRENT VDOT STANDARDS.

8. CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF ALL UNDERGROUND UTILITIES SHOWN ON PLANS IN AREAS OF CONSTRUCTION PRIOR TO
STARTING WORK. CONTACT ENGINEER IMMEDIATELY IF LOCATION OR ELEVATION IS DIFFERENT FROM THAT SHOWN ON PLAN. IF THERE APPEARS TO BE
A CONFLICT, AND/OR UPON DISCOVERY OF ANY UTILITY NOT SHOWN ON THIS PLAN, CALL MISS UTILITY OF CENTRAL VIRGINIA AT 1-800-552-7001. THE
DEVELOPER SHALL BE RESPONSIBLE FOR THE RELOCATION OF ANY UTILITY WITHIN EXISTING AND/OR PROPOSED RIGHT OF WAY REQUIRED BY THE
DEVELOPMENT.

9. ALL STREETLIGHTS SHALL BE LOCATED A MINIMUM OF 9.5' FROM THE EDGE OF PAVEMENT ON CURB AND GUTTER STREETS AND/OR LOCATED A MINIMUM
OF 5.5' BEHIND THE DITCH LINE ON OPEN DITCH STREETS.

10. THE SCHEDULING OF AGGREGATE BASE INSTALLATION AND SUBSEQUENT PAVING ACTIVITIES SHALL ACCOMMODATE FORECAST WEATHER CONDITIONS
PER SECTION 315 OF THE ROAD AND BRIDGE SPECIFICATIONS.

11. THE ESTABLISHMENT OF A TEMPORARY VEGETATIVE COVER IS REQUIRED ON ALL DENUDED AREAS THAT ARE NOT TO BE FINE GRADED FOR PERIODS
LONGER THAN 30 DAYS.

INCIDENTAL DRAINAGE

1.  ALL PROPOSED PUBLIC STORM DRAINAGE STRUCTURES SHALL UTILIZE INLET SHAPING WITH PAVED INVERTS, UNLESS OTHERWISE NOTED, ON THE
PLANS FOR EACH STRUCTURE.

2. MINIMUM FINAL HEIGHT OF COVER, FOR ALL STORM SEWER PIPES, SHALL BE TWO FEET (2') OR MANUFACTURE'S RECOMMENDATION.
3. ALL STORMWATER REINFORCED CONCRETE PIPE (RCP) SHALL BE CLASS IIl CONCRETE UNLESS OTHERWISE NOTED.

4. ALL PROPOSED ONSITE STORMWATER DRAINAGE CURB INLETS SHALL BE VDOT STANDARD DI-3A, ALL STORMWATER DROP INLETS SHALL BE VDOT
STANDARD DI-1 AND ALL MANHOLES SHALL BE VDOT STANDARD MH-1, UNLESS OTHERWISE NOTED.

5. ALL CONCRETE STORM SEWER PIPES IN THE CITY RIGHT-OF-WAYS AND EASEMENTS WILL BE TONGUE AND GROOVE. PIPES SUBJECT TO TRAFFIC
LOADING WILL BE REINFORCED CONCRETE PIPE AND CONFORM TO THE SPECIFICATIONS FOR CONCRETE STORM SEWER PIPE, AASHTO DESIGNATION
M-170, WITH THE MODIFICATION THAT ALL PIPES WILL BE MANUFACTURED WITH 4,000-PSI CONCRETE. ALL PIPE JOINTS WILL BE SEALED IN
ACCORDANCE WITH SECTION 302.03 OF THE VIRGINIA DEPARTMENT OF TRANSPORTATION ROAD AND BRIDGE SPECIFICATIONS.

6. ALL STORM SEWER PIPE JOINTS WILL BE INSTALLED, SILT FREE, OR WILL BE COMPLETELY WRAPPED WITH TWO FEET (2') WIDE APPROVED FILTER
FABRIC, SECURED IN PLACE PRIOR TO BACKFILLING.

7. ALL PIPE CULVERTS (WATER, SEWER, AND STORM SEWER), LOCATED WITHIN RIGHT-OF-WAY EXCAVATION AREAS THAT ARE SUBJECT TO TRAFFIC
LOADS WILL BE BACKFILLED WITH SELECT OR GRANULAR MATERIALS AND PLACED IN SIX-INCH (6”) LAYERS AND COMPACTED TO 95 PERCENT
THEORETICAL AASHTO DENSITY IN ACCORDANCE WITH SECTION 302.03 OF THE VIRGINIA DEPARTMENT OF TRANSPORTATION ROAD AND BRIDGE
SPECIFICATIONS.

GENERAL NOTES

. THIS PROJECT IS TO BE CONSTRUCTED IN ACCORDANCE WITH THE MOST RECENT VDOT ROAD AND BRIDGE SPECIFICATIONS, HAMPTON ROADS PLANNING DISTRICT COMMISSION, AND

CITY OF WILLIAMSBURG DESIGN STANDARDS INCLUDING ALL SUBSEQUENT REVISIONS.

. THE CITY OF WILLIAMSBURG CODES AND COMPLIANCE OFFICE SHALL BE NOTIFIED 24 HOURS IN ADVANCE OF ANY PLANS TO BEGIN CLEARING AND GRADING OPERATIONS.

. CONTRACTOR SHALL CALL "MISS UTILITY" 48 HOURS PRIOR TO THE START OF EXCAVATION. CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF ALL UNDERGROUND UTILITIES

SHOWN ON PLANS IN AREA OF CONSTRUCTION PRIOR TO STARTING WORK. CONTACT THE ENGINEER IMMEDIATELY IF LOCATION OR ELEVATION IS DIFFERENT FROM THAT SHOWN ON
THE PLAN, IF THERE APPEARS TO BE A CONFLICT, AND UPON DISCOVERY OF ANY UTILITY NOT SHOWN ON PLAN, TO MISS THE UTILITY CALL "MISS UTILITY" OF CENTRAL VIRGINIA:
1-800-552-7001 (TOLL FREE).

. CONTRACTOR SHALL ACQUIRE ANY AND ALL NECESSARY CONSTRUCTION PERMITS, AND FURNISH COPIES TO THE CORRESPONDING CITY OR COUNTY.

. ALL WORK SHALL BE SUBJECT TO INSPECTION BY DESIGNATED CITY OFFICIALS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFICATION OF THE CHIEF INSPECTOR 48 HOURS

PRIOR TO THE START OF WORK.

. CONSTRUCTION PLANS SHALL BE SUBMITTED TO THE CITY BUILDING OFFICIAL FOR APPROVAL PRIOR TO THE START OF CONSTRUCTION.

. ALL MATERIALS FOR SEWER AND WATER SYSTEMS SHOWN SHALL BE SUPPLIED AND INSTALLED IN ACCORDANCE WITH THE LATEST SPECIFICATIONS OF THE LOCAL AGENCY

APPLICABLE AT THE TIME OF NOTICE TO PROCEED.

. FOR SEWER AND WATER INSTALLATION WITHIN EXISTING R/W; UTILITY CONTRACTORS MUST NOTIFY THE CITY OF WILLIAMSBURG WHEN INSTALLATION BEGINS SO THAT DENSITY CAN

BE TESTED ON TRENCH BACKFILL (95% ASTM. D-698 @ OPTIMUM MOISTURE +/-2%).

. THE INSTALLATION OF A SEWER BACKFLOW DEVICE IS REQUIRED FOR ALL SERVICE CONNECTIONS WHERE THE FINISHED FLOOR ELEVATION IS LOWER THAN THE NEAREST

DOWNGRADE AND/OR UPGRADE MANHOLE TOP ELEVATIONS. THIS DEVICE WILL BE INSPECTED BY THE BUILDING INSPECTION DEPARTMENT.

10. ALL WATER SERVICE CONNECTIONS WHERE THE PRESSURE IS GREATER THAN 80 P.S.I. WILL REQUIRE INDIVIDUAL PRESSURE REGULATORS AS REQUIRED BY BOCA CODE.

11

12.

13.

14.

15.

16.

17.

18.

19.

.THE MINIMUM CLEAR COVER OVER WATER PIPES SHALL BE 3.0 FEET.

SEWER MAINS AT 12' COVER OR LESS SHALL BE P.V.C. CLASS SDR 26. SEWER MAINS OVER 12' COVER SHALL BE DUCTILE IRON PIPE.

MANHOLE TOPS ARE BASED ON FINAL GRADES UNLESS OTHERWISE NOTED.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFICATION OF PROPER TOP ELEVATIONS BEFORE CONSTRUCTION OF MANHOLES.

THE ENGINEER WILL CERTIFY THAT THE GRADES ARE WITHIN 6 INCHES OF SUBGRADE BEFORE WATER LINE CONSTRUCTION CAN BEGIN.

ALL FIRE HYDRANTS AND FIRE DEPARTMENT CONNECTIONS SHALL FACE IN DIRECTION OF STREET.

ALL JUNCTION AND ACCESS BOXES, UTILITY PADS AND MECHANICAL EQUIPMENT SHALL BE SCREENED. SEE ARCHITECT'S AND/OR LANDSCAPE PLANS FOR DETAILS.
UNDERGROUND WIRING FOR LIGHTING AND SIGNS ARE COVERED BY DETAILS TO BE PROVIDED BY THE ELECTRICAL ENGINEER.

ALL PROPOSED UTILITIES ARE TO BE INSTALLED UNDERGROUND INCLUDING ELECTRIC, TELEPHONE AND CATV.

20. CROSS CONNECTION CONTROL AND BACKFLOW PREVENTION SHALL BE IN ACCORDANCE WITH BOCA CODE.

21.

IT IS THE PLUMBER'S RESPONSIBILITY TO INSTALL UTILITY SERVICE BEYOND THE WATER METER.

22. ALL SEWER SERVICES ARE TO BE 6 INCHES, UNLESS OTHERWISE NOTED.

23. THRUST BLOCKING DETAILS FOR WATER LINE ARE TO BE CITY OF WILLIAMSBURG SPECIFICATIONS.

24. ALL CURB AND GUTTER SHALL BE CG-6 OR CG-2, UNLESS OTHERWISE NOTED ON PLANS.

25. ALL DIMENSIONS ARE TO FACE OF CURB, UNLESS OTHERWISE NOTED ON PLANS.

26. ALL RADII ARE 5 FEET, UNLESS OTHERWISE NOTED ON PLANS.

27. ALL SUBGRADE MATERIAL SHALL HAVE A MINIMUM CBR VALUE OF TEN (10).

28. PRIOR TO PLACEMENT OF AGGREGATE BASE COURSE, THE CONTRACTOR SHALL HAVE AT LEAST TWO (2) CBR TESTS DONE BY A QUALIFIED GEOTECHNICAL FIRM. RELATIVE TO THE

RESULTS, THE ENGINEER MAY ALTER THE PAVEMENT DESIGN.

29. FIRE LANES SHALL BE PROVIDED IN ACCORDANCE WITH THE CITY OF WILLIAMSBURG FIRE PREVENTION CODE. CONTACT FIRE DEPARTMENT PRIOR TO BID AND BEFORE PAINTING

LINES. SEE PLAN WITHIN CONSTRUCTION DOCUMENTS.

30. ANY SIGN IN EXCESS OF EIGHT (8) SQUARE FEET REQUIRES A PERMIT. PERMIT MUST BE OBTAINED THROUGH THE BUILDING DEPARTMENT OF THE CITY OF WILLIAMSBURG. SIGNAGE

31.

CONTINGENT UPON APPROVAL THROUGH SIGN PERMIT REVIEW PROCESS.

ALL SIGNAGE, BUILDING MOUNTED OR FREESTANDING, IS CONTINGENT UPON APPROVAL THROUGH SIGN PERMIT REVIEW PROCESS.

32. IN ACCORDANCE WITH HANDICAP ACCESSIBILITY REQUIREMENTS, ALL APPLICABLE CODES AND REQUIREMENTS FOR ACCESSIBILITY FOR DISABLED PERSONS SHALL BE STRICTLY

COMPLIED WITH.

33. GUTTER PANS ADJACENT TO HANDICAP RAMPS SHALL BE CONSTRUCTED WITH A 5% MAXIMUM COUNTER SLOPE.

34. ALL TRAFFIC CONTROL SHALL CONFORM TO THE LATEST EDITION OF THE VIRGINIA WORK AREA PROTECTION MANUAL.

35. STORMWATER CONVEYANCE SYSTEM CONNECTION INTO EXISTING CAST-IN-PLACE STRUCTURES SHALL BE CORE DRILLED AND PROPERLY SEALED WITH A BOOT OR APPROVED

EQUIVALENT.

36. THE GEOTECHNICAL ENGINEER SHALL CERTIFY THAT HALL FILLS HAVE CONSOLIDATED TO WITHIN 3" OF MAXIMUM SETTLEMENT PRIOR TO INSTALLATION OF SANITARY SEWER IN FILL

AREAS. SETTLEMENT PLATES MAY BE NECESSARY TO MAKE THIS CERTIFICATION.
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